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 Try that link, it may help you 1. Field of the Invention The present invention relates to a display device and a method of
manufacturing the same. 2. Description of the Related Art In a liquid crystal display device, a display pattern is displayed on a
screen of a display panel by having liquid crystal cells (pixels) which change a light transmission amount according to a voltage
applied thereto. As a method of driving such a liquid crystal display device, a dot-sequential driving system has been known in
which a scan line (gate line) and a data line which are formed at an intersecting manner are sequentially selected, and a voltage
is applied to pixels at a selected gate line to display a dot pattern. For a higher resolution of a display pattern, the number of the

scan lines is increased. However, there is a limitation in the number of the scan lines which can be formed on one substrate.
Thus, when the number of the scan lines is increased, a display area of one pixel is reduced, and it causes a drop in an aperture
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ratio. In addition, as the number of the scan lines is increased, a time required for one scanning period is reduced. Thus, as the
time required for one scanning period is reduced, flicker (fringing) which is a phenomenon in which a contrast of a display

pattern fluctuates in accordance with a variation of a drive voltage at a regular cycle is increased. In order to solve the above-
mentioned problem, a drive system of an active matrix type has been known in which pixel electrodes connected to respective
thin film transistors (TFTs) are arranged in a matrix manner and pixel signals are applied to the respective pixel electrodes. In

such an active matrix type display device, in order to prevent reduction in the contrast caused by a reduction in the display area
of one pixel, the area of the pixel electrode connected to each TFT has been increased. For this purpose, an approach has been

adopted in which a conductive layer forming a pixel electrode and a scan line are formed in the 82157476af
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